
by widen Best Choose For Coaxial Cable

Construction

Inner Conductor

Dielectric

Outer Conductor

Outer Sheath

Power Wire

Material

Diameter
Conductor
Electricity

Material

Diameter

Material

Diameter

Material

Braiding

Material

Diameter

CCS

1.02mm

18%

FPE

4.80mm

AL F oil

4.9 mm

AL

95%

PVC

6.8±0.1mm

10*0.30mmCCA

Electrical performance
Capacitance

Impedance

Velocity

Inner Conductor DC resistance

Inner Conductor DC resistance

Sheath withstand voltage

Sheath dielectric strength Min
40-60Hz

Operating Temperature Range

pF/m

Ω

%

Ohm/km

Ohm/km

Volts DC

Soaking test Kv
(Effective value)

Spark 
test(VRMS)

ํC

51

75±3

85

<41

<40

4

2

3

-25 ํC ~70 Cํ PVC

Frequency MHz

5MHz

55MH

211MHz

300MHz

350MHz

400MHz

450MHz

550MHz

750MHz

865MHz

1000MHz

1250MHz

1750MHz

2000MHz

2500MHz

3000MHz

5-300

300-1000

Attenuation dB/100m

1.25

3.15

6.23

7.38

7.94

8.53

9.02

9.97

11.97

13.05

14.27

16.62

20.38

22.43

25.75

28.9

22

20

Attenuation Max (dB/100m)

Return loss(dB) VSWR Min

Model :   SW-RG6-2-POWER

RG6/168N+POWER wIRE
Outdoor Coaxial Cable


